TABLE 1

AREA OF BEARING FACE REQUIRED FOR
CONCRETE THRUST BLOCKS

PIPE . . TEES, PLUGS, CAPS.
SIZE 90" BEND 45" BEND AND HYDRANTS
IN. FT° M ° Fre MZ FT°2 M*
4 2 0.19 0.19 2 0.19
6 5 0.46 0.28 4 0.37
8 8 0.74 0.46 5 0.56
10 13 1.01 0.65 g 0.84
12 18 167 10 0.93 13 121
14 25 2.32 14 130 18 1.67
16 32 2.97 18 1.67 23 214

AREAS IN TABLE HAVE BEEN DERIVED USING A WATER PRESSURE
OF 225 POUNDS PER SQUARE INCH (15.5 BARS) AND A SOIL

RESISTANCE OF 2000 POUNDS PER SQUARE FOOT (1.0 BARS).
THE VALUES GIVEN IN THIS TABLE INCLUDE A SAFETY FACTOR OF
1.5, REF. 1892 NFFPA 24

TABLE 2

MINIMUM AMOUNT OF CONCRETE REQUIRED FOR
THRUST BLOCKING

SIZE OF FITTING CUBIC YARDS
3"-8" 3/4
10"—12" 1 1/2
167°-24" 2
TABLE 3
ROD NUMBER—-DIAMETER COMBINATIONS
NUMBER OF RODS
NOMINAL
PIPE
SIZE 5/8 IN. 3/4 IN. 7/8 IN. 7 IN.
INCHES (15.9 MM)| (19.1 MM) | (22.2 MM)| (25.4 MM)
4 2
6 2
8 3 2
10 4 3 2
12 6 4 3 2
14 8 5 4 3
16 10 7 5 4

TABLE HAS BEEN DERIVED USING PRESSURE OF
225 PSI (15.5 BARS) AND DESIGN STRESS OF
25,000 PSI (172.4 MPA.) REF. 1992 NFPA 24




